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JPO and NCIPI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original precisely. 

2. )|nMc* shows the word which can not be translated. 
3.1n the drawings, any words are not translated. 



CLAIMS 



[Utility model registration claim] 

[Claim 1] A scouring kier. the seat, and functional parts for local washing, such as a nozzle and a hot-water tank, are 
attached to an one plate top face. It is the toilet bowl constituted by fixing this plate to the top face of the body of a 
toilet bowl. On said body of a toilet bowl The seat fixed hole for fixing the general seat and the low tank fixed hole for 
fixing a common low tank are formed. On said plate While the bolt insertion hole or the suspension bolt is prepared in 
the location adjusted in said seat fixed hole and said low tank fixed hole, on this plate The toilet bowl with a local 
washing station characterized by forming the step for installing this plate horizontally corresponding to the difference of 
elevation of said seat fixed hole and said low tank fixed hole. 



[Translation done.] 



* NOTICES * 



JPO and NCIPI are not responsible for any 
damages caused by the use of this translation. 

1. This document has been translated by computer. So the translation may not reflect the original precisely. 

2. **** shows the word which can not be translated, 
3.1n the drawings, any words are not translated. 



DETAILED DESCRIPTION 



[Detailed explanation of a design] 
[0001] 

[Industrial Application] 

This design is related with a toilet bowl with a local washing station. 
[0002] 

[Description of the Prior Art] 

Conventionally the toilet bowl equipped with the local washing station which becomes a part from functional parts, such 
as a nozzle which spouts wash water and an electromagnetic pump, and a hot-water tank That in which these functional 
parts are attached in the body of a toilet bowl of dedication, and there are few lobes to width and they can include 
sufficient function. A local washing station is incorporated in the box 52 as shown in the common toilet bowl which 
comes to install only the seat and a low tank in a top face at drawing 3 which attaches a local washing station in late- 
coming, and there is a thing of the post-installation type which comes to attach the seat 53 and a toilet lid 54 in a box 
52. 

In the thing of such an post-installation type, making all functional parts contain in a box 52 had the trouble that it is 
difficult in tooth space, cannot incorporate sufficient function, and become what control unit 52a projected in the 
longitudinal direction, and a lug arose horizontally and appearance nature worsened. 
[0003] 

[Means for Solving the Problem] 

On the common body 1 of a toilet bowl which thought out this design in view of the above-mentioned conventional 
trouble, and attached a low tank 51 and the seat 53 in the top face It aims at what the toilet bowl which can attach a 
local washing station in the appearance configuration felt refreshed in late-coming is not offered for. The summary A 
scouring kier, the seat, and functional parts for local washing, such as a nozzle and a hot-water tank, are attached to an 
one plate top face. It is the toilet bowl constituted by fixing this plate to the top face of the body of a toilet bowl. On 
said body of a toilet bowl The seat fixed hole for fixing the general seat and the low tank fixed hole for fixing a common 
low tank are formed. On said plate While the bolt insertion hole or the suspension bolt is prepared in the location 
acUusted in said seat fixed hole and said low tank fixed hole, it is that the step for installing this plate horizontally 
corresponding to the difference of elevation of said seat fixed hole and said low tank fixed hole is formed in this plate 
[0004] 
[Function] 

The functional part, the scouring kier. and the seat for local washing are attached on one plate, and the bolt insertion 
hole acUusted in the seat fixed hole currently formed at the common body of a toilet bowl on this plate and a tow tank 
fixed hole is formed, and the step is formed, the low tank section of the common body of a toilet bowl can be removed, a 
plate can be attached in late-coming, and it can consider as a toilet bowl with a local washing station in late-coming 
[0005] 
[Example] 

Hereafter, the example of this design is explained based on a drawing. 

Drawing 1 is the decomposition perspective view of the configuration member of a toilet bowl. On the body 1 of a toilet 
bowl Seat fixed hole 1b for attaching the seat general in the back top face of ball section la is formed. In the back Low 
tank fixed hole 1c is formed possible [ installation of a common low tank ]. All the functional parts installed in the top 
face of this body 1 of a toilet bowl are incorporated on one plate 2. Step 2c is formed between anterior part 2a and 
posterior part 2b. and the plate 2 is formed so that anterior part 2a may become a low location from posterior part 2b by 
step 2c. This is formed in order to make it correspond to this difference of elevation since the difference of elevation is 
between said seat fixed hole lb of the body 1 of a toilet bowl, and low tank fixed hole 1c slightly, and to install a plate 2 
horizontally. 
[0006] 

The bolt insertion hole 3 is formed in seat fixed hole 1b of said body 1 of a toilet bowl, and the location to adjust at 
anterior part 2a of a plate 2. Moreover, to posterior part 2b The bolt insertion hole 4 is formed in low tank fixed hole 1c 
of the body 1 of a toilet bowl, and the location to acUust. Arrange this plate 2 on the top face of the body 1 of a toilet 
bowl, and made toilet bowl fixed hole lb a<Jjust the bolt insertion hole 3, and low tank fixed hole 1c was made to adjust 
the bolt insertion hole 4, and the plate 2 could be firmly fixed to the posterior part top face of the body 1 of a toilet bowl 
with the bolt, and it has attached. 
[0007] 

In addition, it may replace with said bolt insertion holes 3 and 4. and the suspension bolts 5 and 6 which project below in 
the location of the bolt insertion holes 3 and 4 may be made to unite with a plate 2, respectively. By the type which 
attached such suspension bolts 5 and 6 in the plate 2 in the shape of one Make the suspension bolt 5 insert in from the 



upper part in said seat fixed hole 1b, and the suspension bolt 6 is made to insert in from the upper part in said tow tank 
fixed hole 1c. From the lower part of the body 1 of a toilet bowl, a nut can be bound tight In the suspension bolts 5 and 
6. respectively, and a plate 2 can be fixed to the body 1 of a toilet bowl. 
[0008] 

The deordorization nnachlne 8 and control base 1 1 grade which constitute the nozzle 7 and deordorization equipment 
which constitute a local washing station in the upper part of said plate 2 are attached on said anterior part 2a. Moreover, 
while an electromagnetic pump 10 and the dished dew condensation water saucer 12 are attached on posterior part 2b, 
a hot-water tank 9 is attached with a scouring kier 13 on the dew condensation water saucer 12 and a washhand basin 
16 is attached on a scouring kier 13 The front to the posterior part covering 15 and the anterior part covering 14 are 
attached to a scouring kier 13 from a back side, the seat 17 and a toilet lid 18 are attached to this anterior part covering 
14 possible [ closing motion ] ahead C that], and a control unit 19 is further formed in the anterior part covering 14. 
Therefore, the local washing station of the refreshed appearance configuration which does not protrude in a longitudinal 
direction on the body 1 of a toilet bowl can be attached by fixing through a bolt etc., as the plate 2 which attached 
these functional parts was mentioned above on the common body 1 of a toilet bowl. 
[0009] 

In addition, as shown in drawing 2 , the body 1 of a toilet bowl attaches the seat general to said seat fixed hole lb. 
Moreover, the common low tank 51 to said low tank fixed hole 1c can be attached. To change into a thing with a local 
washing station the body 1 of a toilet bowl currently used for such a common low tank 51. already being attached in 
late-coming It can change into the toilet bowl with a local washing station which presents the appearance configuration 
which attached through the plate 2 what attached each functional part in one on the plate 2 mentioned above good, and 
felt it in tate- coming refreshed. 
[0010] 

Since all functional parts are attached on one plate 2 in this example, There are few lateral lugs compared with the thing 
of an post-installation type as shown by conventional drawing 3 . And sufiRcient functional part can be attached and it 
can consider as the good toilet bowl with a local washing station which added the deordorization function etc. Since the 
body of a toilet bowl of the special configuration of dedication is not needed like before again, it cannot attach to this 
top face and a stool machine is not chiefly needed using the body 1 of a toilet bowl currently generally used, The body 1 
of a toilet bowl is a common toilet bowl, can reduce a manufacturing cost and can be manufactured. 
[0011] 

[Effect of the Device] 

This design attaches a scouring kier, the seat, and functional parts for local washing, such as a nozzle and a hot-water 
tank, to an one plate top face. It is the toilet bowl constituted by fixing this plate to the top face of the body of a toilet 
bowl. On said body of a toilet bowl The seat fixed hole for fixing the general seat and the low tank fixed hole for fixing a 
common low tank are formed. On said plate While the bolt insertion hole or the suspension bolt is prepared In the 
location adjusted in said seat fixed hole and said low tank fixed hole, on this plate By forming the step for installing this 
plate horizontally corresponding to the difference of elevation of said seat fixed hole and said low tank fixed hole Do not 
need the body of a toilet bowl of dedication like before, but the common body of a toilet bowl is used. Functional parts, 
such as a local washing station, can be attached through a plate on the common body of a toilet bowl in late-coming, 
and it can consider as a toilet bowl with a local washing station in late-coming, and it can be made to change into a 
toilet bowl with a local washing station easily, without exchanging the body of a toilet bowl. Moreover, since it does not 
protrude in a longitudinal direction like an post-installation type type like before, the appearance configuration felt 
refreshed is presented and it also has the derivative effectiveness of there being no lug in width and being easy to clean 
up. 
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DESCRIPTION OF DRAWINGS 



[Brief Description of the Drawings] 

[Drawing 1] They are decomposition perspective views, such as a functional part attached through a plate on the body 
of a toilet bowl. 

[Drawing 2] It is the explanatory view which communalizes the body of a toilet bowl, replaces with a common low tank, 
and can be used as a toilet bowl with a local washing station in late-coming. 

[Drawing 3] It is the perspective view of the toilet bowl with a local washing station of the conventional type for post- 
installation. 

[Description of Notations] 
1 Body of Toilet Bowl 
la Ball section 
1b Seat fixed hole 

1 c Low tank fixed hole 

2 Plate 
2c Step 

3 Four Bolt insertion hole 
5 Six Suspension bolt 

7 Nozzle 

8 Deordorization Machine 

9 Hot-water Tank 

10 Electromagnetic Pump 

13 Scouring Kier 

14 Anterior Part Covering 

16 Washhand Basin 

17 Seat 
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